G E N S P E( :@ GS4200 GENERAL PURPOSE PRESSURE TRANSMITTER
SILICON-ON-SAPPHIRE TECHNOLOGY

PRESSURE RANGES 0-500 mbar to 0-1500 bar
SEALED TO IP65 (IP66 & IP67 OPTIONAL)

+0.25% ACCURACY

4-20 mA OUTPUT AS STANDARD,
(0-100mV, 0-5V or 0-10V, OPTIONAL)

EASY ACCESS TO OUTPUT ADJUSTMENT
WIDE OPERATING TEMPERATURE RANGE
OUTSTANDING PERFORMANCE AND STABILITY
AVAILABLE FROM STOCK

CE APPROVED

INTRINSICALLY SAFE OPTION

DESCRIPTION

The GENSPEC GS4200 pressure transmitter is designed to meet the operational requirements of demanding
pressure measurement applications where good quality, fast delivery and low cost are of the highest priority.

Utilising the latest digital calibration and compensation techniques, and the unique Silicon-On-Sapphire sensor
technology the GS4200 provides outstanding performance and gives excellent stability over a wide temperature
range. Accuracy is £ 0.25% with an over pressure limit of twice the rated pressure range, this together with the
standard output of 4-20 mA and easy access for re-calibration affirm the excellent design. All models are supplied
with integral 1/4"BSP pressure connections. Optional connections are available using screw on thread adaptors.

The all titanium alloy wetted parts offer unbeatable corrosion resistance. Versions are also available offering IP66
sealing for installations requiring high levels of environmental protection.

Applications for the GS4200 include the continuous monitoring of hydraulic systems with oil, gas, water and other
process liquids, industrial, medical and aerospace industries. Also ideal for the measurement and control of
pressure in refrigeration, pneumatic, compressor, HVAC and engine monitoring systems.
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