I RO I RA N PR3900 HAZARDOUS AREA PRESSURE TRANSMITTER

B ATEX CERTIFIED AND ALL EQUIVALENTS

B FOR HAZARDOUS AREAS:
ZONE 0 GAS GROUP IIC, TEMPERATURE
CLASS T4 AND ZONE 20 DUST

Bl PROTECTION BY INTRINSIC SAFETY TO
EEXIAIIC T4

NACE CORROSION RESISTANCE

HIGH STABILITY AND REPEATABILITY

SUPPLY VOLTAGE Ui=28Vdcc

4-20mA TWO-WIRE OUTPUT

RANGES 0-10bar TO 0-1500bar

DESCRIPTION

The PR3900 pressure transmitter is designed to meet the majority of industrial pressure measurement
applications where installation in a explosive and hazardous area is required.

Designed and certified in accordance with the ATEX directive 94/9/EC this product is intended for installation and
operation in potentially explosive atmospheres in zone 0 gas group IIC, temperature class T4 and zone 20 dust.
Protection is by intrinsic safety when used with a safety or isolation barrier.

The PR3900 provides a stable and accurate intrinsically safe two wire output signal of 4-20mA when powered
through a safety or isolating barrier such as MTL787SP+, MTL2441B or other similar protection device.

The fully welded stainless steel enclosure makes the product extremely robust and able to withstand corrosive
demanding environments. Electrical connection is via a strong and durable polyurethane cable with integral vent

tube for effective gauge venting to atmosphere.

In addition to the standard 1/4’NPT female connection optional 1/4’and 1/2’BSP male and 1/2”’NPT male process
connections are also available.

Applications include any above ground explosive / hazardous environment installations, oil and gas industries and
volatile chemical processing and storage.

Pressure ranges available from 0-10 bar to 0-1500bar.
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PROTRAN®

SPECIFICATION

PRESSURE RANGES:

0 to 10 bar through to 1500 barG, see table
below for list of all standard pressure ranges.
OVERPRESSURE:

Pressure can exceed rated range by the multiple
shown below with no damage or change in
calibration above £0.5%FS.

2x for ranges up to 600 bar

1.5x for 1000 bar

1.1x for 1500 bar

HAZARDOUS AREA:

ATEX Il 1 G DFor operation in explosive
atmospheres in zone 0 gas group IIC,
temperature class T4 and zone 20 dust.
Protection is by intrinsic safety when used with a
safety or isolation barrier. In accordance with
ATEX directive 94/9/EC.

ATEX CERTIFICATION CODE:

EEx ia IIC T4

OUTPUT SIGNAL:

4-20 mA (2 wire configuration) as standard.
ZERO OFFSET AND SPAN SETTING:
+0.08mA

SUPPLY VOLTAGE:

Measured across supply terminals on connector
plug

13-36Vdc, UI=28VDC

REVERSAL OF SUPPLY VOLTAGE:

Protected against supply voltage reversal up to
50Vdc

LOAD DRIVING CAPABILITY

(4-20mA version only):

Calculate maximum load see chart below.

e.g. with supply voltage load of 36vdc, maximum
load is 11500hms.

COMBINED NON-LINEARITY AND HYSTERESIS:
+0.30 % FS best fit straight line definition.
REPEATABILITY:

+ 0.1 % FS defined as maximum error between

3 consecutive pressure cycles.

PR3900 HAZARDOUS AREA PRESSURE TRANSMITTER

LONG TERM STABILITY:

+ 0.1 % FS/year non-cumulative

PRESSURE MEDIA:

All fluids compatible with 300 series stainless steel
and titanium alloy diaphragm.

OPERATING TEMPERATURE RANGE:

Ambient:  -40° to +85°C
Operating: -50° to +125°C
Storage: 5°to 40°C

TEMPERATURE EFFECTS:

+1.5%FS total error band for -20° to 70°C

Typical thermal zero and span coefficients
+0.015%FS/°C
ELECTROMAGNETIC-COMPATIBILTY:
Emissions EN61000-6-4

Immunity  EN61000-6-2

Certification CE marked

PRESSURE CONNECTION:

1/4" NPT Female standard, other options include
1/2’NPT, 1/4” and 1/2” BSP Male

INGRESS PROTECTION:

Fully welded housing,IP67 when correctly installed
to conduit connection.

ELECTRICAL CONNECTION:

Submersible black polyurethane cable (1 meter
length) , with integral screen, Kevlar strain cord and
vent tube. Conductor size 7/0.20mm?*(24awg).
WEIGHT: 250 grams.

DIMENSIONS (in mm)

ELECTRICAL CONNECTION

Colour Function
Code
RED Supply (13-36Vdc)
BLACK Signal (4-20mA)
DRAIN WIRE Cable Screen

ORDER DETAILS
State model number and pressure range required:-
e.g. PR3900 0-600barg

Model No. DESCRIPTION

PR3900 4-20mA, 2 WIRE

PRESSURE RANGES

0-10 barg 0 - 250 barg
0 - 16 barg 0 - 400 barg
0 - 25 barg 0 - 600 barg
0 - 40 barg 0 - 1000 barg
0 - 60 barg 0 - 1500 barg
0 - 100 barg

0 - 160 barg

CALIBRATION

All products manufactured by Ellison Sensors are
calibrated using precision calibration equipment with
traceability to international standards.

Ellison Sensors operates a policy of continuous
product development. We reserve the right to
change specification without prior notice.
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I RO I RA N PR3913 CONTROL VALVE PRESSURE TRANSMITTER

STAINLESS STEEL HOUSING

TITANIUM ALLOY DIAPHRAGM

SUPPLY VOLTAGE 10-32Vdc

NACE CORROSION RESISTANCE

4-20mA TWO-WIRE OUTPUT

RANGES 0-228bar TO 0-1035bar

CE MARKED

DESCRIPTION

The PR3913 Valve-Mountable pressure transmitter has been designed to meet the requirements of the subsea oil
industry and is configured to mount directly to the industry standard control valve flange arrangement.

Housed in a fully welded 17-4PH stainless steel housing and conforming to the NACE recommendation for
material corrosion resistance, this product will provide a durable solution for long term accurate pressure
measurement even when permanently situated in extreme depth sub-sea environments.

The pressure connection is achieved with an 8mm diameter stem with integral dual redundant o-ring seal grooves.
The fitting is constructed from Inconel 625 for additional durability and strength.

Providing a two wire output signal of 4-20mA with high stability and repeatability for pressure ranges up to
1000bar+. Intended for permanent immersion in pressurized dielectic oil and protected from ingress with a high
pressure glass-to-metal lead through the product can withstand external pressure up to 3000 metres depth water
and provides secondary pressure containment up to 1500bar .

Electrical connection is via strong PTFE Raychem Flexlite leads.

Pressure ranges available from 0-228 bar to 0-1035bar.
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PROTRAN®

SPECIFICATION

PRESSURE RANGES:

0 to 1035 bar, see table below for list of all
standard pressure ranges.

OVERPRESSURE:

Pressure can be exceeded by with no damage or
change in calibration greater than +0.5%FS.
OUTPUT SIGNAL:

4-20 mA (2 wire)

ZERO OFFSET AND SPAN SETTING:
+0.08mA

+5%FS adjustment with easy access trimming
potentiometers.

SUPPLY VOLTAGE:

Measured across supply terminals on connector
plug10-32Vdc min (18V typical)

REVERSAL OF SUPPLY VOLTAGE:

Protected against supply voltage reversal up to
50Vdc

LOAD DRIVING CAPABILITY

(4-20mA version only):

Calculate maximum load see chart (right).

e.g. with supply voltage load of 36vdc, maximum
load is 11500hms.

COMBINED NON-LINEARITY AND
HYSTERESIS:

+0.25 % FS best fit straight line definition.

PR3913 CONTROL VALVE PRESSURE TRANSMITTER

REPEATABILITY:

+ 0.1 % FS defined as maximum error between
3 consecutive pressure cycles.

LONG TERM STABILITY:

+ 0.2 % FS/year non-cumulative

PRESSURE MEDIA:

Mineral Oil, Sea Water, Silicone, and hydraulic

fluid.

OPERATING TEMPERATURE RANGE:

Operating:
Storage:

-20° to +40°C
5°to 40°C

TEMPERATURE EFFECTS:

+2.5%FS total error band for -20° to 70°C
Typical thermal zero and span coefficients
+0.005%FS/°C
ELECTROMAGNETIC-COMPATIBILTY:
Emissions EN61000-6-4

Immunity  EN61000-6-2

Certification CE marked

PRESSURE CONNECTION:

Dual ‘O’ ring piston seal, as illustrated.

Also available with dual ‘O’ ring face seal or
threaded connection (contact sales).
ELECTRICAL CONNECTION:

2 flying leads, Raychem wire, rated 1P65.
Option: flying lead, with optional cable length.
WEIGHT:

200 grams for standard unit with DIN43650 socket
fitted.

DIMENSIONS (in mm)

ORDER DETAILS
State model number and pressure range required:-
e.g. PR3913 0-569barg

Model No. DESCRIPTION

PR3913 4-20mA, 2 WIRE

PRESSURE RANGES

0 - 228 barg
0 - 379 barg
0 - 569 barg
0 - 759 barg
0 - 1035 barg

CALIBRATION

All products manufactured by Ellison Sensors are
calibrated using precision calibration equipment with
traceability to international standards.

Ellison Sensors operates a policy of continuous
product development. We reserve the right to
change specification without prior notice.
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